


NEDCDO SPIRAL [cc/AE OrR LOWER MANY PRODUCTS INCLUDING

PARTS, PACKAGES, CARTOMNS AND CASES

CONVE YBR* SMOOTHLY AND RELIABLY, WITHOUT INDEXING,

FEATURES: NO INDEXING % EASE OF INSTALLATION s LOW MAINTENANCE %
MINIMUM FLOOR SPACE % RUGGED MODULAR DESIGN % RHIGH SPEED CAPABILITY

PLEASE
SPECIFY

The NEDCO Spiral Conveyor represents the most exciting conveyocr development in sever-
al years. These rugged, field-proven unifs have guickly established an impressive record of
reliability, ease of installation and low maintenance. The standard unit has an outside
diameter of 38, with an angle of inclinafion of 15 degrees. Various in and outfeed config-
urations are available as standard. The unit can run at 200 FPM with perfect reliability, giv-
ing it the highest speed capability of any current package elevator. At any speed, the
glimination of entrance-axit timing makes jam-free performance a reality.

NEDCO Spirals are also available for specialized applications: the unit can be built
with a lower angle of inclination for unstable products; a standard Case elevator with a
larger central core, 36" diameter and an oufside diamefer of 80" is available. The
Standard unit can handle cases to 20" in width at the same speed of 200 FPM in single or
multi-storey applications.

*PATENT & 4,427,529
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MEDCO offers

TROUGHING CONVEYOR | oughingunisin

stainless and mild steel.
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These froughers are made of st and comosien-preof, high impact
PV raliers and 304 stainless steal for use in sevare operations, wet and
dny. Clean design of meunfing bose and frougher frame resulis in
conveyor ines that are less complicated 1o build, Ferward cant of wing
rollers aids In fracking the: beli, Plastic caps on tha roller ends prevent
water and contamination the beanng. This engineered plastic bushing
alloy (252 s self-ubricating and guilet running for long life. Ball bear-
ings are avallable in stesl or stainless stee| for speeds over 300 FEM and
hedvier loods.

LO-PROFILE 2’ LENGTHS &' TO 20°, WIDTHS 27

TO 12" POLISHED STAIMLESS

DEEP BED CONVEYIDR |5k orpaneD st - 1264,

LENGTH

BELT “““““

MV- E}Evﬁ MV-02- B MV-02-20

mv-04-3 [ETRTEY mv-04-8 [ITETIRL] MV-04-20
mv-06-3 [T Mv-06-8 M MV-06-20
mv-08-3 [{EUB00E MV-08-8 MV-08-20
mv-10-3 [ETETEY mu-10-8 MV-10-20
wv-12-3 [IRER Mv-12-8 [TNRERL] Mv-12-20

USDA & FDA APPROVED BELTS * Drive Pulley: 2" Diameter - Knurled - Adjustable * Tail
Pulley: 2° Diameter - Adjustable % Drive: 1/4 HP Gear motor 1158V % Belt Speed; 50 FPM
Nominal Fixed - Other Speeds and Vari-Speed Available.
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STAINLESS STEFI SANITARY CONVEYORS AND
ACCUMULATORS IN STANDARD & CUSTOM DESIGNS FOR
THE DRUG, COSMETIC & FOODD INDUSTRIES

LINEAR ACCUMULATOR

BELT CONVEYORS

Shown i an accumulation unitused in a cooling funneg!
to allow cold crema to change from a iguid o o solid
stafe, Time [opse fhreugh funnal was 30 minutes. This
apex unit can be utiized for a varety of apolications

Stoncard and special units ara offerad in siainless and
milla stael for a varety of appications,
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LINEAR UNSCRAMBLER

Unit shown; unscramizler for small alass containss far
large pharmaceutical firm,

NEDCO “MULTI-LANE”
ACCUMULATOR TABLE

Unit shown: used foroccumulans small rectanguiar
bottles-for pharmaceutical company.

LINEAR ACCUMULATOR
Unit shown wsad fo accumulate: small rectangular
bottles for pharmoceutical company,

Quality In Mofion
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SAN’- VEYBR One piece Stainless Steel Top:

THE SANITARY LINE! |enclosed frame for sanitary and corrosion

This type of design offers a completely

resistant applications - all components includ-
ing fastener - legs - shaffs chainguards -
mounts, etc, are of corrosion resistant materi-
als. This configurcition is also available in painri-
ed mild steel.

Adjustable Guide Rails:
These are adjustable both vertically and hori-
zontally or we offer a wide variety of guide rail
brackets to fit every application.

GAP TRANSPORTER

Utilized for botiom codeing - elevaiing - lowering
- conveying - depucking - right angle fransfer -
gap transporiing!

Standard Units = 24" to 48" long arms 27" - 48"
adjustable height - speed adjustable - head filts
30 degrees. Avallable in mild and stainless steel.

SIDE GRIP FIEVATOR

Adjustable in width fto suit different products.
Available for height differential as liftle as 18" to
any practical height - speeds as required. Send
yvour specifications. Available in mild and stainless
steel,

NEDCO
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GUIDE RAIlL BRALCKFET WITH EYEBOLT S5L/PPORT BASES
Part. 140

Material: Mylon

= Muts-and bells finish:
& Black or Stainfess Sieel
Part 137 = Nom. dim:
#118=12-1/4" 00
#154=17" 0OA
#1BE=17" OA

Material: zuppart in reinforced
pelyamide imydont, Knob in reinforced
pehvamide inylon) with nickel plaled brass
insert, Evebeoll in slainless sieal

= Max. slabic rod holding force:
B35 Ibs, (290) Kgll wilh a tightening Ma}c.
of the knoboof 3500in. b, (4Kgm). Recom-

Ta lock rods having diameters of ; ;
916" ta 518" (1410 18 mm), @ Pipe | mended |Breaking

d Load Load
infmm) | los{N) lbs(M)

1.5 1910
SPACER (48.3) | (B500)
Material: reinforced palyamide {nylon), 2 2250

= Allows application o {EGSJ '[-1 UGD'D]

PFar 2265 {drin tray suppor ) 2(51.2)| 1685
* Posaibly of mounting several spacers
lcgethear to obtain & wider brackst or tube {?EDG:I

quidn rail distance. 2 (51.2) 1685
iube (7500)

1.5 1910
(48.3) | (B500)
2250

2
(60.3) | (10000)

T ZG12)| 1575
AL tube | (7000)

1.5 1800
(48.3) | (BODO)

2 2025
(60.3) | (2000)

GUIDE RAILS GLIODE RAIL ELAMF_EIFHE LISEDR
Part. #C-508 WITH PART rsog

Material: reinlarced polyamide
(nylan},

*  Uira high molacular weight
palyeihyiens insert i aluminum
aulrision, Matarial: Sianless Siepl
Mormally stpplied in 10" langths ~ '5'“""‘“"6‘;,:‘." & 1447 chaln, Adjusiment CW

: ; 4 PG 17 o CW minus 2 120

bt can be supnlied In 207, 4 »  *Sianderd with all ather chain, Adustmsan
CW plus 17 1o CW minus 6 152°

= Adprstmant will vane slighthy will athes
quida rall shapos,
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ULTRA LIFT®

“PIVOTING BUCKET WITH POSITIVE BUCKET CONTROL”

Open Tubular Construction Closed Construction

» USDA/FDA food and pharmaceutical applications = Total access for cleaning and inspection
= Processing and packaging
Standard Construction
* FDA white polyearbonate buckets
» ULTRA LIFT UHMWPE sanitary bucket chain carriers
* One coal primefone coat USDA white enamel
« Compact modular design for limited space and expansion
+ Sprocket and ddrive safety guards
= Adjustable legs with leg pads
* Torgue limiter friction ¢lutch
« Spring loaded adjustable chain take-up assembly
* 12-month guarantee on workmanship and parts

The Critical Difference in Pivoting Bucket Conveyor Technology:

« The ULTRA LIFT prevents mechanical jams by controlling buckets throughout the machine
“Positive Bucket Control”
cuides the buckets in the vertical and horizontal planes around sprockets and chain take-up assemblies

Corporate Headquarters Branch Office

z ;i : REPRESENTATIVES ; : i
9467 Lehigh Avenue = Union MNJ 07083 7325 Twin Beech Dive = Indanapolis, N 46225
tel 908.964.9400 = fox 908.964.9411 IN ALL MAJOR AREAS tel 317.377.1372 = fax 317.377.1374

E-Maili nedconvey@acl.com *» www. nedcoconvayoncam
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ULTRA LIFT®

“PIVOTING BUCKET WITH POSITIVE BUCKET CONTROL”

Optional features

Configurations + dimensions to fit

Stainless steel construction

FDA/USDA requirements

Bucket matenials: Polycarbonate. polypropylene or stainless steel. custom engineered plastics

Feed systems: Hoppers, vibrators, chutes + belt conveyors

Multiple discharges and custom discharge transitions

Bucket discharge oscillation to release products that cling

Wash-down (clean-in-place)

Dust-tight features

Electroless nickel plated sprockets + chain

Drive units and controls for all types of packaging and processing applications

N =l <]s]<[s]<]s]<]c] <=

Heavy walled FDA approved polycarbonate
bucket molded in one piece with cireular

Vertical bucketfchain carriers extruded of
ultrie high molecular weight polyethylene
climinate bucket swing for conrolled conveying
anch elimmination of jms in this cotical area

conirol elements on bath sides (o eliminate

acdditional control cams for tracking and dis-
charging, Overdapping lips at Gl
prevent spillage between buckes,

i
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ACCUMUIATING TABLES

Medco has manufactured Accumulating
Tables from 4° to 70° length.

Applications range from 1/2" did.
Vials to five gallon pails,

Charnces are we have seen your particular
application in our 43 years of experience, Call
us with specifics on your application.

70" long Accumulating table for 1 gallen paint cans.

STAINLESS STEEL ACCUMUILATING TABLE

This 45 foot unit is supplied with a
FDA/USDA cpproved plastic belt and
is used to accumulate food filled
round containers, The fable is sanifary
construction.

Nedco offers Alpine Units for a myriad of different
applications using our exclusive Nedco exfrusion,
The Nedco extrusion is unigue in the industry by
utilizing standard tabletop chains from 1 1/4" to 4
1/2" widths. By offering standard chains which
are readily available from many suppliers, you will
not be locked in to one source for replacements.
Y Nedco will design single storage units or com-
: ' e plete turnkey systems.

NEDCO
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THERMOPLASTIC STRAIGHT RUNNING ONE PIECE TABLE TOP CHAIN
Materials: High performance (HE dark gray and WHP white) acetal resin or low friction (LF
brown) acetal resin or standard (D) acetal resin, Anti-static, weaor and chemical resistant
plastics are also available with radiused edges, specify HRE.
Model #820 Widfh; 3-1/4°% 4" 4-1/2" 8", 7-112"

Mode| #821Width: 7-1/2" 10", 127

R Medsl #831 Width: 3-1/4", 4-1/2", 7-1/2"

METAL STRAIGHT RUNNING ONE PIECE TABLE TOP CHAIN

Matarials; Abrasion resistant hardened steel (8), corosion and abrasion resistant austenitic
o sfainless steel (55) and non-magnetic austenitic stainlass steel (558 - only in 7-1/2" width),

! Model #815 Width; 2-1/4" 2-5/8" 3-01/4° A 41020 &Y, T 12

Model # 35 B15TAB, DTS Width; 7-1/2"

THERMOPLASTIC STRAIGHT RUNNING TWO PIECE TABLE TOP CHAIN
Materials: High perfermance (HP) acetal resin, low friction (LF) aceatal resin and stondard
(D) ocetal resin top plates on an abraosion resistant carbon steel or corosion resistant
stainless steel bose chaoin. Antlstatic, wear and chemizal resistant plastics also avalloble,

g Moclel #8543 Widtha1-3/8" 1-7/14" 2 3-1/4"

8 Mode! #845 Widith: 1-1/8", 1-3/8°, 2" (fop plate hos e A 1 |
Bavelad leading and frailing edges) - | I*-MJ i , ' b.'
Modal #863 [ BAITAR Width: 3-1/4", 4-1/2", 7-1/2" “

Model #963 Widih: 3-1/4", 4-1/2", &", 7-1/2

METAL STRAIGHT RUNNING TWO PIECE TABLE TOP CHAIN

Materials: Al carbon steel consfruction for abrasion resistanca, all stainless steal for
corrosion & abrasion resistance, or sfainless fop plates on carbon steel base chain,

qg_r Model #1864 Width; 2-1/4% 3-1/4" 4-1/2", &', 7-1/2"
el

Model #866 Width: 3-1/4% 4-1/2% &" 7-1/2"

Tatéa Top Choin 'k o registared meaon of Rexpord Somp




THERMOPLASTIC SIDEFLEXING ONE PIECE TABLE TOP CHAINS

brow n} ::“ﬂ'ﬁ resin of sr:r*ﬂr:ra*{f‘:u} ace 'L: resin. Anfi f.Tc‘r“ wegar ond chemical resistant
plastic are ako available. HP also available with radiused edges, specify HPR.

Model #879/879TAB Width & Minimum Rodius; 3-1/4" - 187, 4-1/2°- 247

Maodel #LPC279 Width & Minimum Rodius: 3-1/4"- 18% 4-1/2° - 18", 7-1/2"- 18"
Maodel #880/880TAB Widih & Minimum Rodius: 3-1/4"- 18" 4-1/2" -

: Model #8B0BOTAR Width & Minimum Rodius: 3-1/4" - 7-3/4°, 4-1/2" - 7-3/47

i Model #882 Width & Minimum Radius: 4-1/2" - 24", 7-1/2" - 24", 10" - 24"

S Model #882TAB Widith and Minimum Radius: 3-1/4" - 24", 4.1/2"- 24, 7-1/2° - 24", 10"
SO24" 12 - 24" (Pusher available)

S Model #RRBB2 Width & Minimum Radius: 4-1/2" - 24" (Ta be used with comb fransfer
| Plote for easy on/off fransport, NOTE: Avallable in LF acetal resin only.)

S Model #FGMI050HP Width & Minimum Radius: 85mm - 500mm (19.79

= Model #FTM1050HP Widdth & Minimurm Radius: 85mm - 500mm (19.7

METAL SIDEFLEXING ONE PIECE TABLE TOP CHAINS

Materials: Abrasion resistant hardenad steel or corrosion & abrasion resistant austenitic
siainiess sieel.

Madel #881/881TAB Widih and Minimum Radius: 3-1/4" - 187, 4-1/2°- 24°, 7-1/2" - 247

THERMOPLASTIC TWO PIECE SIDEFLEXING TABLE TOP CHAINS

8 Materials: Low friction (LFY acetol and stancard (D) acetal top plates on abrasion
resistant carbon steel or corrasion resistant stoinless steel bose chain. Antl-static, wear
and chemical resistant plastics also avallable,

B Model #1843 Wigth & Minimum Rodius; 1-1/4" - 10°, 2" - 10"

Model #1873 Width & Minimum Rodius: 2-1/4" - 14", 3-1/4" - 14°, 4-1/2"- 14" &"- 18
7-1/2'-18% 10"-18", 12"- 24"

-
":.

Viodel § 4873 ‘u'uc h & Minimum Rodius: 3-1/4" - 14" (NOTE: Sideflexes in one direction
only fo minimize fight gop opening.)

Model #1883 Widih & Minimum Radius: 2-1/2" - 28" 3-1/4*-28°

Model #1863 Widith & Minimum Rodius: 2-1/4"- 14




Moctel #2873 Width & Minimum Radius: 10 - 24"

Model #3873 Width & Minimum Rodius: 10" - 18", 12"-24"

METAL SIDEFLEXING TWO PIECE TABLE TOP CHAIN

Materials: All carben stes! consfruction for abrasion resistanee, all stalnlass steel
canstruction for corrosion resistance or stainless Top plates on carbon sfeel base chain.

Model #1874 Width & Minimur Rodius: 2-1/4"- 15", 3-1/4" - 15% 4-1/2" - 15", &"- 18", 7-
1/2- 24"

Model #4574 Width & Minimurm Radius: 3-1/4"- 15", &"- 18", 7-1/2" - 24" (NOTE; Sideflexes
In one direction anly fo minimize fight gop openings.)

THERMOPLASTIC MULTIFLEX CHAINS

-~ Materiols: Low friction (LF) acetal resin or standard (D) ocetal resin. Anti-static; wear and
1 chemical resistant plostic also available, as wel as armer-clad, a stainless steel cap.

Madel #1700 Width & Minimum Radius, 2-11/64" - 5-1/2"

Model #1701 Width & Minimum Radius: 2-3/32° - 5-1/2"

todel #1702 Width & Minimum Radius; 2-3/327 - 5-1/2" (NOTE: Only avalloble inwhite
acetal)

Model #1701 TABR Width & Minirmum Radius: 2-3/32" -5-1/2"
Model #1701TAB Armor Clad Width & Minimum Radius: 2-3/32" - 5-1/2"
Model #1700 Arrnor Clad Width & Minimum Rodius: 2-11 /64" - 5-1 /2"

Medeal #HCT73TTAR Widih & Minimum Radius; 2-3/32" - 5-1/2" (NGTE: Cnly available
& In HC - high capacity.

Modeal #1755 Width & Minimum Raodius: 1-3/32" - 5-1/2* - i a ‘ 2 .
Maodel #2500 Widith & Minimum Rodius; 2-5/8" - 8-71/2" _
Modie! #2550 Width & Minimum Radius: 3-1/2" - 9-1/2* dﬁ E*‘#

L

THERMOPLASTIC MAT TOP CHAINS

Materials: High performance (HP)acetal resin, low friction (LF) acetal resing high temperafure
(HT) polypropylens, low termperature (L) polyethylene resing are standard. Also avallable in
® uitraviclet (UV)stabllized, anti-stactic (AS), flome refardant (FR), melf retardant (MR), very
corasive wear(BWRyand supericr wearresistant (WSM, white and BSM, black) plastic maternials,

Medular construction allows Mat Top chain 1o be assembled info viffually any width. ‘

)




CLEATED BELT
LONVEYORS

Nedco manufaciures these
units in both mild and stainless
steel, Various widths and
lengths, with and without
hoppers and in different
configurafions.

WIRE MESH BELT
CONVEYORS

USDA style conveyors for sani-
tary applications are manufac-
fured in stainless steel - mild
steel units available for other
uses.

METAL
DETECTOR
LONVEYURS

Manufactured in stainless steel
for  Sanifary and USDA
reguirements.

@ N E D c 0 Quality In Moftion




Offers fotal system capabili-
Ty, electrical and mechani-
cal. Shown is a slave pallet
system feeding six robot sta-
fions for one of the "Big
Three” aufo manufacturers in
Detroit,

“TOTAL SYSTEM
CAPABILITY”

Nedco can supply complete
electrical panel fabrication,
including from schematics,
PLC's, servo drives, and proj-
ect management for turnkey
systems.

NEED SOMETHING
SPECIAL?

This is a 90" wide belt con-
veyor running aft 500 FPM -
equipped with 18" stainless
steel head and tail pulleys
furned to +/- 5000th's.
Nedco has the capability o
manufacture belt conveyor
pulleys fo 120" length by 32"
dia.

Quaiity In Motion NEDCO X8




BELT CONVEYORS

This unit is In Lse In the plant of o major cookle monufacturer,
Medoo offers many kinds of special eguipment,

Standard and special units are offered In stalnless and mild
steel for a varety of appllcations.

The rotary accumu-
later is of parficular
use in packing lines
where minor intar-
rupfions in produc-
tion of small unifs
are  encountared.
The units e avall-
cble in cabinet and
open types in mild
ancl stainless steal.

Unit shown used to accumulate small rectangular bottles for
pharmaceutical compony.

SPIRAL ELEVATOR

MNedCo- Corveytr COMmRcrTyNos O 5pial
coea savaior copobie of mnssarting cor-
fors vercaly of 100 cin/min. Producis of
corors N o wide ronge of cametes and
snopes oo’ e torEnoded e Up of
o, on L end cown o ihe same unit

Muttple-stery. cpolcaliors. with: sngle
chivies e cracikoiole Os stonckoed equipment
One of the moa sdhant featoes of he
aqupmeant 5ibat nfeed ond exf protisms
oie norHExElsn] oE Wi SeoUences e
edminced

In oddtion: prodoct oieniation & mar-
toined), Ingoachion syslerms o open flans
o autermetic ieect systenrs for Otharonct-
lemns ofe ovokamis: Mantenance 5oy
ril e bo tha rogoed sinuctune of the cenfral
coye ond lnck ohinderng,

The unit shawn 15 o
12 foot long unit for
empty peint cans. If
iz of staintess and s
used on o filling: line
to eliminate  pro-
duction interrup-
tions. We will be
plecsed fo guofe
ially special
requirements.

Corporate Headquarters
967 Lehigh Avenue ¢ Union NJ 07083
tel Q08.964,9400 » fax 908.964.9411

Branch Office
7325 Twin Beech Drive = Indianapolis, IN 46226
tel 317.377.1372 » fax 317.377.1374

E-Mail: nedconvey@aol.com
www.nedcoconveyor.com

ROBOTIC FEEDING STATIONS

Medco offers many standard componenis that lend them-
salveas to specicl applications,

Copynght Nedco Conveyor 2003






